Door Comparison Chart
A quick reference for selecting the right door for your needs.

@ Trac-Rite

MODEL NUMBER 944 944WL 977 977WL 988 988WL
Door Width Range 2'8"-12'0" 8'0"-12'0" 70"-12'0" 8'0"-14'0" 10'0"-16'0" 10'0"-16'0"
Door Height Range 2'10"-12'0" 2'10"-12'0" 8'0"-16'0" 8'0"-16'0" 8'0"-16'0" 10'0"-16'0"
Application Shed/Self-Storage | Shed/Self-Storage | Commercial/ Commercial/ Commercial/ Commercial/
Boat RV Boat RV Industrial Industrial
Wind Load Rated Yes Yes Yes Yes Yes Yes
Extreme Wind Zone X X X
Panel Gauge 26 26 26 26 26 26
Drum Size 9.5" 9.5" 12" 12" 12" 12"
Jamb Clearance 2" 2" 2" 2" 3 3
Guide 1.75" 1.75" 1.75" 1.75" 2" 2"
Axle Live Live Dead Dead Dead Dead
Maintenance Free Spring Dual Spring Dual Spring Dual Spring Dual Spring Dual Spring Dual Spring
Spring Cycle 15,000 15,000 40,000 40,000 40,000 40,000
Motor Operators Optional Optional Optional Optional Optional Optional
Chain Hoist Optional/4:1 Optional/4:1 Standard/8:1 Standard/8:1 Standard/8:1 Standard/8:1
Color Options All Same Price All Same Price All Same Price All Same Price All Same Price All Same Price
Insulation Optional Optional Optional Optional Optional Optional
Product Warranty 3/10-Year 3/10-Year 3/10-Year 3/10-Year 3/10-Year 3/10-Year
Paint Warranty 30/40-Year 30/40-Year 30/40-Year 30/40-Year 30/40-Year 30/40-Year

*Door under 5 ft. in width requires one spring
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